
STEEL STUD

GWB

S1 S4

STEEL STUD

GWB. (2) LAYERS
BOTH SIDES

S5 S6

STEEL STUD

GWB.

S1A S3A S4A

STEEL STUD

GWB. (2) LAYERS
BOTH SIDES.

S6A S7A

4 7/8"      @ 3 5/8" STUDS

5 1/4"      @ 4" STUDS

7 1/4" @ 6" STUDS

6 1/8"            @ 3 5/8" STUDS

6 1/2"           @ 4" STUDS

   8 1/2"               @ 6" STUDS

3 1/8"      @ 2 1/2" STUDS

4 5/8" @ 4" STUDS

6 5/8" @ 6" STUDS

SOUND
ATTENUATION
BLANKET

STEEL STUD

GWB. ONE SIDE

SOUND
ATTENUATION
BLANKET

SOUND
ATTENUATION
BLANKET

S3

NOTES:
WALL ASSEMBLY AT LOCATIONS WITH
FURRED WALLS

S5A

STEEL STUD

GWB. (2) LAYERS
ONE SIDE

S2A

STEEL STUD

GWB. (2) LAYERS
ONE SIDE.

5 1/2"            @ 3 5/8" STUDS

5 7/8"           @ 4" STUDS

7 7/8"          @ 6" STUDS

SOUND
ATTENUATION
BLANKET

S2 S7

1" SHEETROCK BRAND
GYP LINER PANELS

4"  STEEL C-H

NOTES:
• BASIS OF DESIGN IS US GYPSUM

COMPANY 1 HR SHAFT WALL GA
FILE NO. 7008

• USG 400CH-34 BASIS OF
STRUCTURAL CALCS

• OPTION TO SUBMIT EQUIVALENT
PRODUCT FOR REVIEW BY
ARCHITECT INCLUDING TESTED
ASSEMBLY AND STRUCTURAL
ANALYSIS.

WALL TAG IS PLACED IN
PLAN ON SIDE OF WALL
WITH GWB LAYER

WALL TAG IS
PLACED IN PLAN
ON SIDE OF WALL
WITH EXTRA GWB
LAYER

WALL TAG IS
PLACED IN PLAN
ON SIDE OF WALL
WITH GWB LAYER

WALL TAG IS
PLACED IN PLAN
ON SIDE OF WALL
WITH EXTRA GWB
LAYER

5/8" SHEETROCK BRAND
FIRECODE CORE GYP
PANELS

4 7/8"      @ 3 5/8" STUDS

5 1/4"      @ 4" STUDS

7 1/4" @ 6" STUDS

6 1/8"            @ 3 5/8" STUDS

6 1/2"           @ 4" STUDS

8 1/2"          @ 6" STUDS

3 1/8"      @ 2 1/2" STUDS

4 5/8" @ 4" STUDS

6 5/8" @ 6" STUDS

5 1/2"            @ 3 5/8" STUDS

5 7/8"           @ 4" STUDS

7 7/8"          @ 6" STUDS

(STC 50)(STC 45)

STEEL STUD, TYP.
DOUBLE LAYER,
STAGGERED

GWB. (2) LAYERS ON
SIDE W/ RSIC CLIPS,
(3) LAYERS OPP. SIDE

SOUND
ATTENUATION
BLANKET @ EA.
STUD LAYER

STUD SIZES AND
LAYOUT WIDTH VARY

VARIES

STEEL STUD, TYP. DBL.
LAYER, STAGGERED

GWB. (2) LAYERS
ONE SIDE.

SOUND ATTENUATION
BLANKET @ EA. STUD
LAYER

STUD SIZES AND
LAYOUT WIDTH VARY

VARIES

(STC 62) (STC 70)

RSIC CLIPS W/
FURRING CHANNEL,
ONE SIDE

WALL TAG IS PLACED
IN PLAN ON SIDE OF
WALL WITH EXTRA
GWB LAYER

WALL TAG IS
PLACED IN PLAN
ON SIDE OF WALL
WITH RSIC CLIPS

NOT USED

NOT USED

S1.1

S1.1A

3 1/8"      @ 2 1/2" STUDS

4 5/8" @ 4" STUDS

6 5/8" @ 6" STUDS

STEEL STUD

GWB. (2) LAYERS

SOUND
ATTENUATION
BLANKET

NOTES:
WALL ASSEMBLY AT LOCATIONS WITH
FURRED WALLS

WALL TAG IS PLACED IN
PLAN ON SIDE OF WALL
WITH GWB LAYERS

WALL TAG IS
PLACED IN PLAN
ON SIDE OF WALL
WITH GWB LAYER

3 1/8"      @ 2 1/2" STUDS

4 5/8" @ 4" STUDS

6 5/8" @ 6" STUDS

GWB. (2) LAYERS

STEEL STUD @
24" O.C.

1/2" TYPE X GWB. (3)
LAYERS BOTH SIDES

6 1/4"               @ 2 1/2" STUDS

NOTES:
• BASIS OF DESIGN IS UL DESIGN U435
• 3HR WALL AT AREA SEPARATION

NOTES:
WALL ASSEMBLY AT LOCATIONS WITH
FURRED WALLS

NOTES:
WALL ASSEMBLY AT LOCATIONS WITH
FURRED WALLS

S1.2

S1.2A

STEEL STUD

GWB. (2) LAYERS

SOUND
ATTENUATION
BLANKET

NOTES:
WALL ASSEMBLY AT LOCATIONS WITH
FURRED WALLS

WALL TAG IS
PLACED IN PLAN
ON SIDE OF WALL
WITH GWB LAYER

5 3/8"          @ 2 1/2" STUDS

6 7/8"      @ 4" STUDS

8 7/8"      @ 6" STUDS

NOT USED S8

BRICK

SHEATHING

BRICK ANCHOR

STEEL STUD PER
STRUCTURAL

GWB

VARIES
REF. DETAILS

S9

WALL TAG IS PLACED IN
PLAN ON SIDE OF WALL
WITH GWB LAYER

NOTES:
SEE STRUCTURAL FOR MORE INFO

COMPOSITE
STEEL/GYPSUM BOARD
PANEL PER STRUCTURAL

STUD FRAMING PER
STRUCTURAL

ALIGN FACE OF FIN W/ F.O.
ADJACENT WALL FIN.,
U.O.N.

VARIES

7/8" HAT CHANNEL

RSIC-1

CEILING
LINE

FLOOR

B.O.
STRUCTURE

- ^ + 0 1 2 S

INTERIOR FIRE RATING  / PARTITION HEIGHT DESIGNATION

-   =    PARTIAL HEIGHT PARTITION. SEE PLAN AND ELEVATIONS
FOR SPECIFIED HT.

^   =   NON RATED TO B.O. CEILING
+   =   NON RATED. EXTEND STUDS TO B.O. STRUCTURE ABOVE.

EXTEND GYP. BOARD 6" ABOVE TOP OF CEILING U.N.O.
0   =   NON RATED. EXTEND STUDS TO B.O. STRUCTURE ABOVE.

EXTEND GYP. BOARD BOTH SIDES TO B.O. STRUCTURE
ABOVE U.N.O.

1   =   (1) HOUR FIRE RATED ASSEMBLY
2   =   (2) HOUR FIRE RATED ASSEMBLY
3   =   (3) HOUR FIRE RATED ASSEMBLY
S   =   SMOKE PARTITION

KEY

FRAMING  SIZE DESIGNATION

0   =   7/8" FURRING UNO
1   =   1 5/8"
2   =   2 1/2"
3   =   3 5/8"
4   =   4"
6   =   6"
8   =   8"
10 =  10"
X   =   REF. STRUCTURAL

ID.    STEEL  (S)

ASSEMBLY TYPE TAGSGENERAL NOTES

1. NOT ALL WALL CONFIGURATIONS ILLUSTRATED ON
THIS SHEET ARE PRESENT IN THIS PROJECT.
COORDINATE WALL TAGS IN DRAWINGS WITH
CONFIGURATIONS SHOWN HERE.

2. WALL ASSEMBLIES WHERE NOTED AS FIRE RATED
SHALL CONFORM TO CONFIGURATIONS AS NOTED IN
GA FILE, UL FILE, ESR, OR OTHER TESTED ASSEMBLY
INFORMATION.

3. ALL WALL TYPES TO PROVIDE 5/8" GYPSUM WALL
BOARD ON STUDS AT 16" O.C. U.N.O.  NOTE 1 HR RATED
OR ACOUSTIC WALL ASSEMBLY MAY REQUIRE 24" O.C.
STUD SPACING. SEE CONSTRUCTION NOTES FOR
LISTED WALL TYPE.

4. "A" NOTE IN PARTITION AND EXTERIOR WALL TYPE
DESIGNATION REFERS TO "ACOUSTIC".  AT INTERIOR
"A" TYPE WALLS, PROVIDE SOUND ATTENUATION
BLANKET. SOUND ATTENUATION BLANKET TO BE 3 1/2"
U.N.O.

6. STOREFRONT SYSTEMS ARE CALLED OUT
SEPARATELY FROM WALL TYPES AND ARE
SCHEDULED ELSEWHERE IN THE DOCUMENT SET.

7. AT LOCATIONS NOTED TO HAVE WALL TILE FINSH,
SUBSTITUTE 1/2" CEMENTITIOUS BACKER BOARD FOR
GWB AS TILE SUBSTRATE PER SPECIFICATIONS.

8. SEE FINISH SCHEDULE FOR WALL AND CEILING
FINISHES. SEE INTERIOR ELEVATIONS AND FINISH
SCHEDULE FOR TILE EXTENTS.

9. "PRIMARY" LAYER IS THE LAYER AT THE FACE OF
STUD.

X

ASSEMBLY
TYPE

PARTITION TYPE:
S = STEEL

W = WOOD
C = CMU

FIRE RATING /
PARTITION HT.
DESIGNATION

STUD FRAMING /
CMU SIZE

DESIGNATION

11  =  (2) 1 5/8".
22  =  (2) 2 1/2"
33  =  (2) 3 5/8"
44  =  (2) 4"
66  =  (2) 6"

LOCATION OF TAG
INDICATES SIDE OF WALL
TO RECEIVE ADDITIONAL
LAYERS OF GYP WHEN
INDICATED BY THE
PARTITION TYPE

INTERIOR
PARTITION
TYPE

EXTERIOR
WALL TYPE

FLOOR, ROOF,
&  CEILING
TYPE TAG

0   =   FURRING
2   =   2X2
3   =   2X3
4   =   2X4
6   =   2X6
8   =   2X8
10 =   2X10

ID.    WOOD  (W)

33  =  (2) 2X3
44  =  (2) 2X4
66  =  (2) 2X6

XXX
1 XX

WALL TYPE:
SEE EXTERIOR

WALL TYPES

FIRE RATING
DESIGNATION

STUD FRAMING /
CMU SIZE

DESIGNATION

4   =   4"
6   =   6"
8   =   8"
10 =  10"

ID.    CMU (C)

EXTERIOR WALL FIRE RATING DESIGNATION

0   =   NON RATED.
1   =   (1) HOUR FIRE RATED ASSEMBLY
2   =   (2) HOUR FIRE RATED ASSEMBLY
3   =   (3) HOUR FIRE RATED ASSEMBLY

KEY

NOTE: REFER TO WALL SECTIONS AND DETAILS FOR FRAMING /
ASSEMBLY HEIGHT

XXX
1 XX

3

WOOD
STUD

GWB

W1 W4

WOOD STUD

GWB. (2) LAYERS
BOTH SIDES

WOOD STUD

GWB PRIMARY
LAYERS EXTEND
TO STRUCT.

W1A W3A W4A

WOOD STUD

GWB. (2) LAYERS
BOTH SIDES.
PRIMARY LAYERS
EXTEND TO
STRUCT.

SOUND
ATTENUATION
BLANKET

WOOD STUD

GWB. ONE SIDE

SOUND
ATTENUATION
BLANKET

SOUND
ATTENUATION
BLANKET

W3

NOTES:
WALL ASSEMBLY AT LOCATIONS WITH
FURRED WALLS

WOOD STUD

GWB. (2) LAYERS
ONE SIDE

W2A

WOOD STUD

GWB. (2) LAYERS ONE
SIDE. PRIMARY LAYERS
EXTEND TO STRUCT.

SOUND
ATTENUATION
BLANKET

W2

WALL TAG IS PLACED IN
PLAN ON SIDE OF WALL
WITH GWB LAYER

WALL TAG IS
PLACED IN PLAN
ON SIDE OF WALL
WITH EXTRA GWB
LAYER

WALL TAG IS PLACED IN
PLAN ON SIDE OF WALL
WITH GWB LAYER

WALL TAG IS
PLACED IN PLAN
ON SIDE OF WALL
WITH EXTRA GWB
LAYER

4 3/4"      @ 2X4 STUDS

6 3/4"      @ 2X6 STUDS

8 1/2" @ 2X8 STUDS

4 1/8"      @ 2X4 STUDS

6 1/8" @ 2X6 STUDS

7 7/8" @ 2X8 STUDS

4 1/8"      @ 2X4 STUDS

6 1/8" @ 2X6 STUDS

7 7/8" @ 2X8 STUDS

4 3/4"      @ 2X4 STUDS

6 3/4"      @ 2X6 STUDS

8 1/2" @ 2X8 STUDS

5 3/8"      @ 2X4 STUDS

7 3/8"      @ 2X6 STUDS

9 1/8" @ 2X8 STUDS

5 3/8"      @ 2X4 STUDS

7 3/8"      @ 2X6 STUDS

9 1/8" @ 2X8 STUDS

6"      @ 2X4 STUDS

8"      @ 2X6 STUDS

9 3/4" @ 2X8 STUDS

6"      @ 2X4 STUDS

8"      @ 2X6 STUDS

9 3/4" @ 2X8 STUDS

(STC 50)(STC 45)

WOOD
STUD

GWB

WOOD STUD

GWB. BOTH
SIDES

SOUND
ATTENUATION
BLANKET

W5A

W5

NOTES:
SEE STRUCT. FOR MORE INFO.

VARIES

SHEATHING,
REF. STRUCT.

SHEATHING,
REF. STRUCT.

W7

WOOD STUD

GWB. (2)
LAYERS
BOTH SIDES

W6A W7A

WOOD STUD

GWB. (2) LAYERS
BOTH SIDES.
PRIMARY LAYERS
EXTEND TO
STRUCT.

SOUND
ATTENUATION
BLANKET

W6

WOOD STUD

GWB. (2) LAYERS
ONE SIDE

WOOD STUD

GWB. (2) LAYERS ONE
SIDE. PRIMARY LAYERS
EXTEND TO STRUCT.

SOUND ATTENUATION
BLANKET

WALL TAG IS PLACED
IN PLAN ON SIDE OF
WALL WITH EXTRA
GWB LAYER

WALL TAG IS PLACED IN
PLAN ON SIDE OF WALL
WITH EXTRA GWB LAYER

(STC 50)(STC 45)

SHEATHING,
REF. STRUCT.

SHEATHING,
REF. STRUCT.

SHEATHING,
REF. STRUCT.

SHEATHING,
REF. STRUCT.

STUD SIZES
AND LAYOUT
WIDTH VARY

VARIES STUD SIZES
AND LAYOUT
WIDTH VARY

VARIES STUD SIZES AND
LAYOUT WIDTH VARY

VARIES STUD SIZES
AND LAYOUT
WIDTH VARY

VARIES STUD SIZES AND
LAYOUT WIDTH VARY

VARIES STUD SIZES
AND LAYOUT
WIDTH VARY

NOTES:
SEE STRUCT. FOR MORE INFO.

NOTES:
SEE STRUCT. FOR MORE INFO.

FIRE RATING NOTE:
AT 1HR RATED LOCATIONS,
ASSEMBLY SHALL CONFORM TO GA
FILE NO. WP 3660

NOTES:
SEE STRUCT. FOR MORE INFO.

NOTES:
SEE STRUCT. FOR MORE INFO.

NOTES:
SEE STRUCT. FOR MORE INFO.

NOTES:
WALL ASSEMBLY AT LOCATIONS WITH
FURRED WALLS

W9

BRICK

SHEATHING

BRICK
ANCHOR

WOOD
STUD

GWB, 2 LAYERS

VARIES
REF. DETAILS

GAP

WOOD
STUD

GWB

W8

SHEATHING,
REF. STRUCT.

VARIES STUD SIZES
AND LAYOUT
WIDTH VARY

NOTES:
SEE STRUCT. FOR MORE INFO.

GENERAL NOTES:
SEE STRUCT. FOR FRAMING INFO AT BEARING WALL LOCATIONS.

C1

C8

7 5/8"      @ 8" BLOCKS

FIRE RATING NOTE:
AT 1 & 3 HR RATED LOCATIONS, CMU
SHALL BE FULLY GROUTED

CONCRETE
MASONRY
UNIT, TYP.

GROUT, TYP.

(E) CMU WALL -
VERIFY THICKNESS

C1

TOP
• 4" STEEL STUDS @ 16" O.C.
• 5/8" GYPSUM BOARD
BOTTOM

C1A

TOP
• 4" STEEL STUDS @ 16" O.C. W/ 3 1/2" SOUND

ATTENUATION BLANKET
• 5/8" GYPSUM BOARD
BOTTOM

ACT-1

TOP
• (2) LAYERS GYPSUM BOARD
• 8" STEEL JOISTS @ 16" O.C.
• RSIC-1 CLIPS ON 7/8" HAT CHANNELS @ 16" O.C.
• (2) LAYERS GYPSUM BOARD
BOTTOM

C2

TOP
• 9/16" SUSPENSION SYSTEM
• ACT-1: 24" X 24" SQUARE TEGULAR GLASS FIBER

ACOUSTICAL PANEL

(BAND ROOM ADJOINING SPACES)

GYPSUM SOFFIT

ACOUSTICAL GYPSUM SOFFIT

ACOUSTIC CEILING TILE

STC 70 ACOUSTICAL GYPSUM SOFFIT

ACT-2

TOP
• 15/16" SUSPENSION SYSTEM
• ACT-2: 24" X 48" SQUARE EDGE SCRUBBABLE

ACOUSTICAL TILE

SCRUBBABLE ACOUSTIC CEILING TILE

(KITCHEN)

C3

TOP
• 5/8" GYPSUM BOARD
• 4" STEEL STUDS @ 16" O.C.
• 5/8" GYPSUM BOARD
• 1/2" WOOD PANEL: WP-3
BOTTOM

WOOD SOFFIT

(KITCHENETTE / MEDIA CENTER ALCOVE)

C4

TOP
• 6" STL. STUDS @ 16" O.C.
• EXTERIOR SHEATHING (SUBSTITUTE GWB @

BUILDING INTERIOR)
• WRB (NOT REQ'D AT BUILDING INTERIOR)
• COMPOSITE PANEL FURRING
• COMPOSITE PANEL
BOTTOM

COMPOSITE PANEL SOFFIT

(MAIN ENTRY CANOPY AND VESTIBULE)

TOP
• 1 1/2" TEE CONCEALED STEEL SUSPENSION SYSTEM
• 5/8" GYPSUM BOARD
BOTTOM

C5

(CORRIDOR H120)

SUSPENDED GYPSUM SOFFIT

C6

TOP
• ROOF TYPE R2
• 5/8" GYPSUM BOARD - FASTEN DIRECTLY TO

DECK
BOTTOM

NOTE: WRAP ALL GLULAM BEAMS IN
MECHANICAL ROOM W/ 5/8" GYPSUM BOARD

FIRE PROTECTION GYPSUM LAYER
(ZONE A MECHANICAL ROOM)

C7
FIRE PROTECTION GYPSUM LAYER
(ZONE B MECHANICAL ROOM)

TOP
• ROOF TYPE R5
• 7/8" HAT CHANNELS @ 24" O.C.
• 5/8" GYPSUM BOARD
BOTTOM

NOTE: WRAP ALL GLULAM BEAMS OVER
MECHANICAL ROOM
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A-001

INTERIOR WALL AND
CEILING ASSEMBLIES

1310

2" = 1'-0"

INTERIOR PARTITION TYPE LEGEND - STEEL STUDS

2" = 1'-0"

INTERIOR PARTITION TYPE LEGEND - WOOD STUDS

2" = 1'-0"

INTERIOR PARTITION TYPE LEGEND - CMU
2" = 1'-0"

CEILING TYPES



FIRE RATING NOTE AT MTL DECK:
-

F1

• FLOOR FINISH PER FINISH SCHEDULE
• REINFORCED CONCRETE SLAB PER STRUCTURAL
• VAPOR BARRIER
• MIN. 12" SELECT FILL
• SUBGRADE PER GEOTECH.

F3

• FLOOR FINISHES PER FINISH SCHEDULE
• CONCRETE FLOOR PER STRUCTURAL
• COMPOSITE STEEL DECK PER STRUCTURAL

F4

• EPOXY PAINT
• 3/4" T&G PLYWOOD SHEATHING
• PANEL SHEATHING PER STRUCTURAL
• WOOD FRAMING PER STRUCTURAL

SLAB ON GRADE 2ND FLOOR ASSEMBLY AND ZONE A MECHANICAL FLOOR ZONE B MECHANICAL ROOM FLOOR ASSEMBLY

F2

• FLOOR FINISH PER FINISH SCHEDULE
• REINFORCED CONCRETE SLAB PER STRUCTURAL
• VAPOR BARRIER
• GEO FOAM PER STRUCTURAL
• MIN. 12" SELECT FILL OR EXISTING SLAB
• SUBGRADE PER GEOTECH.

SLAB ON GEO-FOAM

FIRE RATING NOTE AT MTL DECK:
-

F3A

• FLOOR FINISHES PER FINISH SCHEDULE
• CONCRETE FLOOR PER STRUCTURAL
• COMPOSITE ACOUSTIC CELLULAR STEEL DECK PER

STRUCTURAL

2ND FLOOR ASSEMBLY

F5

• CONCRETE FLOOR PER STRUCTURAL
• COMPOSITE STEEL DECK PER STRUCTURAL

CONCRETE TUNNEL LID

F6

• WOOD STRIP FLOORING
• (2) LAYERS 1X6 SUBFLOORING IN BASKETWEAVE
• 1/4" CLOSED CELL FOAM
• VAPOR RETARDER
• REINFORCED CONCRETE SLAB PER STRUCTURAL
• MIN. 12" SELECT FILL
• SUBGRADE PER GEOTECH.

ALTERNATE 02 - GYM FLOOR ADDITION

F7

• CONCRETE TOPPING SLAB
• BONDING GROUT
• (E) CONCRETE SLAB
• (E) SUBGRADE

TOPPING SLAB AT RE-PURPOSED GYM

EW02

EXTERIOR
• BRICK
• 2" AIR GAP
• 3" RIGID INSULATION
• WRB
• EXTERIOR SHEATHING
• MTL. STUD FRAMING PER STRUCTURAL W/ BATT

INSULATION
• GYPSUM BOARD
INTERIOR

EW03

EXTERIOR
• BRICK
• 2" AIR GAP
• 3" RIGID INSULATION
• WRB
• FRT PLYWOOD SHEATHING
• FRT WD. STUD FRAMING PER STRUCTURAL W/

BATT INSULATION
• (2) LAYERS TYPE 'X' GYPSUM BOARD
INTERIOR

EW07

EXTERIOR
• 1 1/2" GLU-LAM FACING
• 2" RIGID INSULATION W/ VERT. 2X WD. FURRING @ 24" O.C.
• ADDITIONAL P.T. WD FURRING LAYER AT SOME LOCATIONS.

SEE DETAILS
• WRB
• EXTERIOR SHEATHING (PLYWOOD AT SIM.)
• MTL. STUD FRAMING W/ BATT INSULATION. PROVIDE WOOD

IN LIEU OF MTL. STUD FRAMING WHERE INDICATED IN
DRAWINGS.

• 1 1/2" GLU-LAM FACING
INTERIOR

EW01

REINFORCED CONCRETE PER STRUCTURAL

BENTONITE PANEL WATERPROOFING

DRAIN BOARD

EW08

EXTERIOR
• MWP-1 METAL PANELS
• GAP AT STANDING SEAM CLIP
• 3" RIGID INSULATION W/ HORIZONTAL 'Z'

FURRING @ 24" O.C.
• WRB
• EXTERIOR SHEATHING
• MTL. STUD FRAMING PER STRUCTURAL W/

BATT INSULATION
• GYPSUM BOARD
INTERIOR

EXTERIOR
• FIBER REINFORCED CEMENTITIOUS

PANEL (FRC)
• ALUMINUM SUBFRAME. SPACING AND

FASTENERS PER FRC MFR.
• 3" RIGID INSULATION W/ HORIZONTAL MTL.

'Z' FURRING @ 24" O.C.
• WRB
• EXTERIOR SHEATHING
• MTL. STUD FRAMING PER STRUCT. W/

BATT INSULATION
• GYPSUM BOARD WHERE OCCURS PER

DETAILS
INTERIOR

EW05 EW09

EXTERIOR
• MWP-1 METAL PANELS
• GAP AT STANDING SEAM CLIP
• 2" RIGID INSULATION W/ 2" HORIZONTAL 'Z'

FURRING AT 24" O.C.
• WRB
• EXTERIOR SHEATHING
• MTL STUD FRAMING PER STRUCT. W/ BATT

INSULATION AND W/ STRUCTURAL STEEL PER
STRUCTURAL WHERE OCCURS

• 1/2" PLYWOOD SHEATHING
• VERTICAL 3/4" X 5 1/2" T&G BOARDS, FIN. TO

MATCH ADJACENT T&G ROOF DECK ABOVE
INTERIOR

COMPOSITE FRC PANEL, MTL. STUD WOOD FIN., MTL. STUD / WD. STUD @ SIM. VERTICAL METAL SIDINGBRICK RAINSCREEN, WD STUD BEARING WALL, 2HRBRICK RAINSCREEN, MTL. STUD, TYPFOUNDATION WALL, TYP

NOTES:
1. GLU-LAM FACINGS TO BE RIPPED FROM 3.125" GLU-LAM.

WOOD FINISH TO MATCH ADJACENT GLU-LAM BEAMS.
2. HEIGHT OF ASSEMBLY TO MATCH DEPTH OF ADJACENT

GLU-LAM BMS.

VERTICAL METAL SIDING

EW10

EXTERIOR
• MWP-2
• GAP @ STANDING SEAM CLIP
• 2" RIGID INSULATION W/ 2" HORIZONTAL 'Z'

FURRING AT 24" O.C.
• WRB
• PLYWOOD SHEATHING
• 2X6 WD. STUD FRAMING @ 16" O.C. W/ BATT

INSULATION
• 2X2 HORIZONTAL FURRING @ 24" O.C. (TRIM

TO MATCH DEPTH AT SOUTH WALL)
• GYPSUM BOARD

GYM #2 ADDITION UPPER WALL
ALTERNATE #02

EW11

EXTERIOR
• ELASTOMERIC PAINT
• REINFORCED CMU
• 2" RIGID INSULATION W/ 2" HORIZONTAL

'Z' FURRING @ 24" O.C.
• (1) LAYER GYPSUM BOARD
INTERIOR

GYM #2 ADDITION LOWER WALL
ALTERNATE #02

EXTERIOR
• MWP-3 METAL PANELS, FIN. TO MATCH

ADJACENT WINDOW SYSTEM
• 1" VERTICAL 'Z' FURRING @ 24" O.C. (AT SIM.:

OMIT THIS LAYER)
• 3" RIGID INSULATION W/ HORIZONTAL MTL. 'Z'

FURRING @ 24" O.C.
• WRB
• EXTERIOR SHEATHING
• MTL. STUD FRAMING PER STRUCT. W/ BATT

INSULATION
INTERIOR

EW06
COMPOSITE MTL. PANEL, MTL. STUD

FIRE RATING NOTES:
1. WALL TO BE 2HR FIRE RATED FROM THE

INTERIOR

NOTES:
1. OMIT INTERIOR GWB AT LOCATIONS

CONCEALED BY CEILINGS OR INTERIOR
WALLS. REF. DETAILS.

2. SEE STRUCTURAL FOR FRAMING SIZE.

EW12

EXTERIOR
• MWP-2 METAL PANELS
• GAP @ STANDING SEAM CLIP
• 3" RIGID INSULATION
• WRB
• PLYWOOD SHEATHING
• 2X6 WD. STUD FRAMING W/ BATT INSUL.
• GWB
INTERIOR

VERTICAL METAL SIDING, WD. STUD WALL

EW04

EXTERIOR
• BRICK
• 2" AIR GAP
• 3" RIGID INSULATION
• WRB
• PLYWOOD SHEATHING
• WD. STUD FRAMING PER STRUCTURAL W/ BATT

INSULATION
• GYPSUM BOARD
INTERIOR

BRICK RAINSCREEN, WD STUD

NOTES:
1. OMIT INTERIOR GWB AT LOCATIONS

CONCEALED BY CEILINGS OR INTERIOR
WALLS. REF. DETAILS.

EW13

EXTERIOR
• MWP-2 METAL PANELS
• GAP AT STANDING SEAM CLIP
• WRB
• SHEATHING PER STRUCT.
• (E) WOOD SHEATHING
• (E) 2X6 WD. STUD FRAMING W/ BLOWN-IN

INSUL.
• (E) GWB
• (E) FINISH BOARD
INTERIOR

VERTICAL METAL SIDING, (E) WD. STUD WALL

EW14

EXTERIOR
• MWP-3 COMPOSITE METAL WALL PANEL
• ALUM. SUBFRAME SPACING AND

FASTENERS PER PANEL MFR.
• WRB
• SHEATHING PER STRUCT.
• (E) WOOD SHEATHING
• (E) 2X6 WD. STUD FRAMING W/ BLOWN-IN

INSUL.
• (E) GWB
• (E) FINISH BOARD
INTERIOR

COMPOSITE MTL. PANEL, (E) WD. STUD WALL

EXTERIOR
• FIBER REINFORCED CEMENTITIOUS

PANEL (FRC)
• ALUMINUM SUBFRAME. SPACING AND

FASTENERS PER FRC MFR.
• 2" RIGID INSULATION W/ HORIZONTAL MTL.

'Z' FURRING @ 24" O.C.
• WRB
• EXTERIOR SHEATHING
• MTL. STUD FRAMING PER STRUCT., W/

BATT INSULATION
• GYPSUM BOARD
INTERIOR

EW15
COMPOSITE FRC PANEL, MTL. STUD

11 7/8"

SPRAY INSUL.
@ VOIDS, TYP.

EW16

• MWP-1 METAL PANELS
• GAP AT STANDING SEAM CLIP
• 3" HORIZONTAL 'Z' FURRING @ 24" O.C.
• WRB
• EXTERIOR SHEATHING
• MTL. STUD FRAMING PER STRUCT.
• EXTERIOR SHEATHING
• WRB
• SELF FURRING MTL. LATH
• 3 COAT STUCCO, PAINTED

CLASSROOM WING WALLS

EW17

EXTERIOR
• BRICK
• 2" AIR GAP
• 3" RIGID INSULATION
• WRB
• EXTERIOR SHEATHING
• MTL. STUD FRAMING PER STRUCTURAL W/ BATT

INSULATION
• 1" AIR GAP
• BRICK
INTERIOR

BRICK RAINSCREEN, MTL. STUD

EW18

EXTERIOR
• ELASTOMERIC PAINT
• REINFORCED CMU
• ELASTOMERIC PAINT (@ TRASH

ENCLOSURE)
INTERIOR

TRASH ENCLOSURE / TRACK STORAGE

ALIGN FIN.
JOINTS WITH
ROOF DECK
JOINTS ABOVE

FRAMING TYPE
VARIES AT SIM.

EW19

EXTERIOR
• MWP-3 COMPOSITE MTL. PANEL, FIN. TO

MATCH ADJACENT WDW. SYSTEM
• 1" RIGID INSULATION W/ HORIZONTAL MTL.

'Z' FURRING @ 24" O.C.
• WRB
• PLYWOOD SHEATHING
• 2X6 STUDS @ 16" O.C. W/ BATT INSUL.
• 2X2 WD. HORIZONTAL FURRING @ 24" O.C.

(MATCH DEPTH @ SOUTH WALL
• GWB
INTERIOR

COMPOSITE MTL. PANEL, WOOD STUD

NOTES:
1. AT SIM., ADJUST AIR GAP DIMENSIONS AS

DETAILED

(ABOVE UPPER WDWS @ CLASSROOMS;
CAFETERIA NORTH WALL)

SEE DETAILS
VARIES

ALIGN SEAMS
W/ SEAMS @
ROOF ABOVE

(AT OUTSIDE OF GYM #1 AND REPURPOSED
GYM / BAND AND DRAMA)

(ABOVE WINDOWS AT GYM #1)
(CAFETERIA SOUTHWEST CORNER)

NOTES:
1. OMIT INTERIOR GWB AT LOCATIONS

CONCEALED BY CEILINGS OR INTERIOR
WALLS. REF. DETAILS.

OMIT AT SIM.

R1

EXTERIOR
• STANDING SEAM METAL ROOF PANELS
• GAP @ STANDING SEAM CLIP
• BUILDING PAPER
• 6" RIGID INSULATION
• VAPOR RETARDER
• COVER BOARD
• STEEL DECK PER STRUCTURAL
• FRAMING PER STRUCTURAL
INTERIOR

R2

EXTERIOR
• STANDING SEAM METAL ROOF PANELS
• GAP @ STANDING SEAM CLIP
• BUILDING PAPER
• 6" RIGID INSULATION
• VAPOR RETARDER
• PANEL SHEATHING PER STRUCTURAL
• T&G DECKING PER STRUCTURAL, STAINED

WHERE EXPOSED
• FRAMING PER STRUCTURAL; WD. FRAMING

STAINED WHERE EXPOSED
INTERIOR

R4

EXTERIOR
• SINGLE PLY MEMBRANE
• COVER BOARD
• TAPERED RIGID INSULATION
• 6" RIGID INSULATION
• VAPOR RETARDER
• COVER BOARD
• CELLULAR ACOUSTICAL STEEL DECK PER STRUCT.
• FRAMING PER STRUCTURAL
INTERIOR

R3

EXTERIOR
• SINGLE PLY MEMBRANE
• COVER BOARD
• TAPERED RIGID INSULATION MIN. 1"
• VAPOR RETARDER
• COVER BOARD
• CELLULAR STEEL DECK PER STRUCTURAL
• FRAMING PER STRUCTURAL
INTERIOR

R5

EXTERIOR
• SINGLE PLY MEMBRANE
• COVER BOARD
• TAPERED RIGID INSULATION
• 6" RIGID INSULATION
• VAPOR RETARDER
• PANEL SHEATHING PER STRUCTURAL
• T&G DECKING PER STRUCTURAL WHERE OCCURS
• FRAMING PER STRUCTURAL
INTERIOR

(NORTH MECH ROOM, KITCHEN)(NORTH ENTRY CORRIDOR) (NORTH ENTRY CANOPY)(UPPER ROOF, CAFETERIA AND MEDIA CENTER ROOF)(CLASSROOMS)

METAL ROOF, METAL DECK METAL ROOF, WOOD DECK SINGLE PLY, METAL DECK (EXTERIOR)SINGLE PLY, METAL DECK SINGLE PLY, WOOD DECK

R6

EXTERIOR
• SINGLE PLY MEMBRANE
• COVER BOARD
• TAPERED INSULATION
• VAPOR RETARDER
• COVER BOARD
• STEEL DECK PER STRUCTURAL
• FRAMING PER STRUCTURAL
INTERIOR

(MAIN ENTRY CANOPY)

SINGLE PLY, METAL DECK

R7

EXTERIOR
• SINGLE PLY MEMBRANE
• COVER BOARD
• STEEL DECK PER STRUCTURAL
• FRAMING PER STRUCTURAL
INTERIOR

(TRASH CANOPY)

SINGLE PLY, METAL DECK

R8

EXTERIOR
• MWP-1 METAL ROOF PANELS
• GAP @ STANDING SEAM CLIP
• BUILDING PAPER
• WRB
• 1/2" PLYWOOD SHEATHING
• 2X8 WD RAFTERS @ 16" O.C.
INTERIOR

(TRACK STORAGE)

METAL ROOF, WOOD DECK

R9

EXTERIOR
• SINGLE PLY MEMBRANE
• COVER BOARD
• RIGID INSULATION, AVERAGE 6" DEEP, TAPERED,

RECESS AS REQUIRED TO MAINTAIN SLOPE TO
EXISTING SCUPPERS

• VAPOR RETARDER
• PANEL SHEATHING PER STRUCTURAL
• T&G DECKING PER STRUCTURAL, STAINED
• FRAMING PER STRUCTURAL, STAINED WHERE

EXPOSED
INTERIOR

(EAST GYM, ALTERNATE 02)

SINGLE PLY ROOF, WOOD DECK

R10

EXTERIOR
• SINGLE PLY MEMBRANE
• COVER BOARD
• RIGID INSULATION, AVERAGE 6" DEEP, TAPERED,

RECESS AS REQUIRED TO MAINTAIN SLOPE TO
EXISTING SCUPPERS

• VAPOR RETARDER
• EXISTING ROOF SHEATHING
• EXISTING T&G DECK
• EXISTING ROOF STRUCTURE
INTERIOR

(EAST GYM AT EXISTING ROOF,  ALTERNATE 02)

SINGLE PLY ROOF, (E) WOOD DECK
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TRACK
STORAGE

191

16' - 0"

A-1
015

A-1
01

4

6

A-101

7

A-101

V
E

R
IF

Y
 E

X
IS

T
IN

G

(+
/-

) 
1
1
' -

 1
1
 5

/8
"

3' - 4 3/8"

1' - 3 5/8"

7' - 4 3/8"

EW18
0 8

EW18
0 8

191-1

REMOVE END OF (E) FENCE
AND RE-CONFIGURE TO ALIGN
WITH NEW CONSTRUCTION

NEWEXISTING

PROVIDE CONC. MOW
STRIP. MATCH EXISTING

CONC. SLAB

DN

D
N

3
' -

 0
"

FILL CORNER OF
MOWSTRIP, TYP. 3'-0"

45°

A-103

5

A-103

6

CONTROL JOINT IN CMU.

EXPANSION JOINT FILLER ALL
AROUND WALL, BOTH SIDES.

CONTROL
JOINT, TYP.

A-103

7

191-2

HOSE BIB - SEE PLUMBING

DOWEL CONNECTION - SEE STRUCT.

DOWEL
CONNECTION,
SEE STRUCT.

EXISTING CMU WALL - VFY.  -
LOCATION OF GROUT FOR DOWELS

ALIGN ROOF OVERHEAD

EW18
0 8

DOWNSPOUT AND HUB
CONNECTION TO STORM
SEWER PER CIVIL

REMOVE (E) MOW STRIP,
SHOWN DASHED

(E) FENCE, VERIFY
POST LOCATION

REMOVE EXISTING CONC
APRON AND REPLACE
AFTER CONSTRUCTION OF
STORAGE ADDITION

2' - 8"

VERIFY EXISTING

(+/-) 22' - 7 5/8"

1
' -

 3
 5

/8
"

1
' -

 3
 5

/8
"

(E) CHAINLINK
GATE

VERIFY EXISTING

(+/-)12' - 11 5/8"

VERIFY EXISTING

(+/-)5' - 11 5/8"

VERIFY EXISTING

(+/-)7' - 4 3/8"

6

A-101

MATCH (E) SLOPE

VERIFY EXISTING

(+/-)11' - 11 5/8"

TRACK CHAIN
LINK FENCE

STANDING SEAM
METAL ROOF AND

EDGE FLASHING

T.O. SLAB

0' - 0"

T.O. (E) CMU

(+/-)7' - 3 5/8"

VERIFY

R8

7

A-101

NEW EXISTING

16' - 0"

STANDING SEAM
METAL ROOF AND

EDGE FLASHING

CMU TO MATCH (E)

METAL FASCIA AND
GUTTER

REMOVE (E) METAL ROOFING AND
WALL FLASHING; REPLACE TO MATCH
NEW ROOFING AND FLASHING

T.O. SLAB

0' - 0"

R8

7

A-101

NEWEXISTING

191-1
191-2

CMU TO MATCH (E)

METAL FASCIA

REINSTALL FENCE TO
ALIGN W/ (E) - SEE DEMO
PLAN AND PLAN

16' - 0"

REMOVE (E) METAL ROOFING AND
WALL FLASHING; REPLACE TO MATCH

NEW ROOFING AND FLASHING

T.O. SLAB

0' - 0"

R8

A-1
01

3

A-1
015

A-1
01

4

6

A-101

7

A-101

EXISTING ROOF

NEW ROOF

S
L
O

P
E

 T
O

 D
R

A
IN

; 
V

F
Y

.
M

A
T

C
H

  
(E

) 
S

L
O

P
E

REPLACE  EXISTING
TOP-OF-WALL FLASHING

REPLACE EXISTING ROOFING,
GUTTER AND FLASHING TO

MATCH NEW ROOF

7

A-101

TRACK
STORAGE

191

MATCH EXISTING T&G
ROOF DECKING,
SHEATHING INSULATION.
OVERLAY ENTIRE ROOF
WITH METAL STANDING
SEAM ROOF. EXISTINGNEW

191-1

A-101

8

A-101

11

191-2

T.O. SLAB

0' - 0"

6

A-101

TRACK
STORAGE

191

A-101

9

A-101

10

A-101

12
CONC. MOW

STRIP
F1

REPLACE 6"
CONC APRON
TO EDGE OF
TRACK

V
E

R
IF

Y

+
/-

 1
' -

 2
"

V
F

Y
.

+
/-

 6
 1

/2
"

(E) TRACK

12" SELECT
FILL, TYP.

T.O. SLAB

0' - 0"

DOWNSPOUT
AND HUB TO

STORM SEWER

T.O. CMU

(+/-)7' - 3 5/8"

VERIFY

SECTIONAL DOOR

CMU JAMB BEYOND

SLOPED RECESS IN
FRONT OF
SECTIONAL DOOR

T.O. SLAB

0' - 0"
SLOPE

1
/4

"

3
/8

"

MATCH (E) SLOPE

CMU JAMB BEYOND

2X8 PLATE

DOUBLE 2X10
HEADER

V
E

R
IF

Y
 T

O
 M

A
T

C
H

 (
E

)

+
/-

 1
' -

 2
"

TOP OF ROOFING
SIM. TO /5 A-352

2X8 FASCIA, CONTINUE
OVER (E) FASCIA

2X BLOCKING

SIMPSON H3 @
EACH RAFTER

1/2" PLYWOOD,
MATCH (E)

(E) FASCIA

5/8" X 6' A.B.
@ 48" O.C.

2X BLOCKING

SIMPSON H3@
EACH RAFTER

1/2" PLYWOOD,
MATCH (E)

(E) FASCIA

2X8 FASCIA -
CONTINUE OVER

(E) FASCIA

ALUM. SOFFIT VENT,
MATCH (E) VENT

METAL ROOFING
AND GUTTER DETAIL
PER /3 A-353

2X8 PLATE

V
E

R
IF

Y
, 
M

A
T

C
H

 (
E

)

+
/-

 6
 1

/2
"

2'x8" PLATE

(2) #4 HORIZONTAL CONT.,
AT TOP BOND BEAM,
GROUT CELL SOLID

8"X8"X16" SMOOTH FACE
CMU, PAINTED.  SEE
FINISH SCHEDULE.

GROUTED BOND BEAM
W/ #4 HORIZONTAL,
CONTINUOUS AT 24"
O.C. VERTICAL

#5 VERTICAL AT 24" O.C.
HORIZONTAL, LAP MIN
3"-4" AT SPLICE.
PROVIDE 10" "L" AT
BOTTOM.

CONCRETE MOW STRIP.
PROVIDE REINFORCING . SET
1/2" BELOW SLAB AND SLOPE
AWAY FROM WALL. PROVIDE
CONTROL JOINT AS SHOWN

ON PLAN (10'-0" MAX.)

5
"

#5 AT 24" O.C., E.W.
PROVIDE 8" "L" AT EDGES

CONCRETE SLAB

8"X1/2" DIA.
ANCHOR BOLT AT

32" O.C.

(3) #5 HORIZONTAL
CONTINUOUS

1
 1

/2
"

F1

T.O. SLAB

0' - 0"

EXISTINGNEW

ALIGN

2X8 RAFTER
MATCH (E)

CMU WALL AND
SILL BEYOND

CONTINUE NEW
ROOFING AND WRB
OVER (E) SHEATHING

R8
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SITE STRUCTURES -
TRACK STORAGE

1310

 1/4" = 1'-0"1
1ST FLOOR - OVERALL - TRACK STORAGE

 1/4" = 1'-0"4
TRACK STORAGE - EAST ELEVATION

 1/4" = 1'-0"5
TRACK STORAGE - NORTH ELEVATION

 1/4" = 1'-0"3
TRACK STORAGE - SOUTH ELEVATION

 1/4" = 1'-0"2
ROOF PLAN - OVERALL - TRACK STORAGE

Ref: / 1/2" = 1'-0" A-10116
TRACK STORAGE - SECTION AA

Ref: / 1/2" = 1'-0" A-10117
TRACK STORAGE - SECTION BB

1.  8" REINFORCED CMU WALLS; SMOOTH FACE AND PAINTED.
2.  ALIGN NEW WALLS AND ROOF WITH (E) BUILDING.
3.  PROVIDE GUTTER AND DOWNSPOUT CONNECTION TO STORM SEWER.
4.  PROVIDE SECTIONAL DOOR WITH HARDWARE TO LATCH AND LOCK FROM
INTERIOR SIDE.
5.  REMOVE ROOFING AND FLASHING FROM (E) BUILDING AND CMU WALLS. REPLACE
WITH NEW ROOFING AND FLASHING.

TRACK STORAGE ENCLOSURE INFORMATION

 1 1/2" = 1'-0"12
SECTION AT THRESHOLD

 1 1/2" = 1'-0"9
DOOR HEAD SECTION

 1 1/2" = 1'-0"10
SECTION AT ROOF - LOW SIDE

 1 1/2" = 1'-0"8
WALL SECTION AT TRACK STORAGE

 1 1/2" = 1'-0"11
ROOF AT NEW/EXISTING



ATSATSATSATS

16 17

C

B

A.8

16.2

6

A-210

FENCED
ACCESS

F101

6

A-102

7

A-102

30' - 6" 10' - 8 11/16"

15' - 3" 15' - 3"

1
6
' -

 0
"

1
' -

 1
"

4
' -

 8
"

A-1
02

5
PIPE6STD, TYP., W/
CONC. FTG.

SANITARY
DRAIN

SLOPE PAVING
TO DRAIN 1/4"

PER FOOT.

STL. LOUVER
FENCE, PTD.

A-2
05

11

HORIZONTAL
ROLLING GATE

F
1
0
1

F
1
0
3
-2

A-6
15

86

TRASH
ENCLOSURE

F103

1' - 4 5/8"3' - 9 3/8"

F103-1

CHAINLINK FENCE AND GATE

D.S.

16 17

C

B

A.8

16.2

6

A-210

6

A-102

7

A-102

SLOPE 1/4" PER 1'-0"

D.S.

16 17

C

B

A.8

16.2

6

A-210

PIPE8STD, TYP., PTD.

STL. DECK, PTD.

HSS10, PTD., TYP.

W12, PTD., TYP.

6' - 2 3/4"

4
' -

 1
0
"

4
' -

 1
1
"

3' - 3 1/8"

1
0
"

2
2
' -

 9
"

1ST FLOOR
430' - 0"

17

7

A-102

PIPE8STD, TYP. COL., PTD.

W12 GIRDERS, PTD.

HSS10 BEAMS, PTD.

SHT. MTL.
FASCIA, PTD.

1
2
'-
4
"

A-103

10

A-103

11

R7

1
2
' -

 0
"

1
1
' -

 8
"

A-103

2

DOWNSPOUT AND HUB
TO STORM SEWER

1ST FLOOR
430' - 0"

CBA.8
6

A-210

6

A-102

A-103

12

A-103

3

1ST FLOOR
430' - 0"

C

B A.8 A.7 A.6
6

A-210

6

A-102

CMU WALL, PTD.

DECORATIVE STL. LOUVER FENCING AND
HORIZONTAL ROLLING GATE, PTD. - SEE
LANDSCAPE

FENCED UTILITY ROOF

F103-2F101

8
A-103

DECORATIVE STL LOUVER
FENCING ON EGRESS GATE, PTD. 1

A-103

7
' -

 0
"

1ST FLOOR
430' - 0"

17

CMU WALL, PTD. - MATCH (E)
7' - 2 1/4"

METAL COPING
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1310

 1/8" = 1'-0"1
FLOOR PLAN - FENCED UTILITY

 1/8" = 1'-0"2
ROOF PLAN - FENCED UTILITY

 1/8" = 1'-0"3
REFLECTED CEILING PLAN - FENCED UTILITY

 1/4" = 1'-0"6
FENCED UTILITY ROOF - E-W SECTION

 1/4" = 1'-0"7
FENCED UTILITY ROOF - N-S SECTION

 1/4" = 1'-0"5
EAST ELEVATION - FENCED UTILITY YARD

 1/4" = 1'-0"4
NORTH ELEVATION - FENCED UTILITY YARD

D.S.
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10
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G G

K K

N N

L

P P

1

A-210

1

A-210

3

A-210

3

A-210

4

A-210

4

A-210

1

A-211

1

A-211

3

A-211

3

A-211

2

A-211

2

A-211

J J

5.54.53.52.5

M M

H H

1

1 4.83.2

6.5

MECHANICAL
ROOM

350

A-2
02

A-2
03

9

A-2
035

2

A-2
034

3

A-2
028

5

A-6
19

2
3

1
4

3
5
0

3
5
0

A-6
26

15

17
1816

A-6
26

19

9

A-211

9

A-211

A-2
03

11

A-2
03

8

A-2
0211

4
A-352

13
A-355

14
A-355

A-2
04

5

6

A-6
26

20

A-6
2621

A-6
26

22

ALTERNATE NO.9:
ADD VERTICAL
SUNSCREEN

5.7

5.7

DN

LADDER TO
ROOF HATCH

LOUVER

CW12

DUCT,
SEE MECH.

CW01

CW13

SF87

SF85

CW07

CW11

S3A
0 4

S3A
0 4

S1A
0 2

S3A
0 6

S1A
0 4

S1A
0 2

S1A
0 4

A-351

11

A-351

10

CW03

ALTERNATE NO. 1 SHOWN -
SEE 9/A203 FOR BASE BID
SOUTH ELEVATION (CW15)

BASE BID

ALTERNATE NO.1:
ADD (2)

CLASSROOMS

7
A-356

6
A-356

10
A-356

11
A-356

7

6

A-6
28

2

A-6
29

2

EP
S2

0 4

S2
0 4

S2
0 4 F3

7
A-321

HATCH ABOVE

E
Q

E
Q

9" 7"

ALT. 07

BASE

BASEALT. 07

A 205A 205 A 205

DUCT,
SEE MECH.

DUCT,
SEE MECH.

DUCT,
SEE MECH.

DUCT,
SEE MECH.

DUCT,
SEE MECH.

7 1/4" 8 3/4" 1' - 2" 1
' -

 3
 1

/2
"

LOUVER LOUVER

LOUVERLOUVER LOUVER

CW06

CW04

EW09
0 6

14' - 0" 14' - 0" 14' - 0" 24' - 0" 14' - 0" 14' - 0" 14' - 0" 14' - 0" 14' - 0" 6' - 2" 7' - 10" 14' - 0" 14' - 0" 28' - 0" 28' - 0" 18' - 0" 2' - 8"

F
.O

. 
(E

) 
C

M
U

3
6
' -

 0
"

1
1
' -

 0
"

1
' -

 8
"

9
' -

 8
"

2
4
' -

 0
"

1
2
' -

 8
"

3
6
' -

 0
"

28' - 0" 38' - 0" 4' - 0" 24' - 0" 25' - 0" 3' - 0" 20' - 2" 7' - 10" 28' - 0" 28' - 0" 28' - 0" 18' - 0" 2' - 8"

3
6
' -

 0
"

1
1
' -

 0
"

1
' -

 8
"

3
3
' -

 8
"

1
2
' -

 8
"

3
6
' -

 0
"

7.8

7.8

18' - 2 1/4"

6
' -

 1
1
 1

/2
"

4
' -

 0
 3

/4
"

3
' -

 1
 1

/2
"

1
5
' -

 3
 1

/2
"

7' - 9" 6" 7' - 6" 6" 4' - 5"

VFY ALIGNMENT WITH
WALLS BELOW

VFY ALIGNMENT WITH
WALLS BELOW

14' - 1 1/2"1' - 11 1/2" 7 1/4"

7 5/8"

4
' -

 9
"

2
1
' -

 4
 1

/2
"

1. ALL DIMENSIONS TO FACE OF STUD WALL FRAMING AND CMU, OR TO CENTER OF
STRUCTURAL STEEL, UNO.

2. SEE FRAMING DIAGRAM THIS SHEET FOR TYPICAL DOOR ROUGH OPENING LAYOUTS.

3.  (E) WALLS INDICATED IN GRAY.

4.  WHERE (N) WINDOW OR DOOR FRAMES ARE SPECIFIED IN (E) WALLS, DETERMINE (E)
WALL THICKNESS AND PROVIDE FRAMES THAT MATCH THE FINISH CONDITION NOTED IN
THE DOOR DETAILS FOR THAT FRAME / WALL MATERIAL COMBINATION.  SEE DETAIL KEY.
 .

GENERAL NOTES: DIMENSION PLANS

1. FURNITURE IS OFCI, TYP -  UNLESS NOTED OTHERWISE.

2. EQUIPMENT LISTED IN THE SPEC AS OF,CI ARE SHOWN FOR INSTALLATION
COORDINATION ONLY.

3.  BB-1 SHOWN ON THIS PLAN IS FOR CLARIFICATION OF LOCATIONS NOT
INDIVIDUALLY ELEVATED ON THE INTERIOR ELEVATIONS.  SEE INTERIOR
ELEVATIONS FOR ADDITIONAL LOCATIONS OF BB-1.

GENERAL NOTES: FLOOR PLANS
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MECHANICAL  ROOM
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PLAN - ZONE A
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 1/8" = 1'-0"1
MECHANICAL PLATFORM PLAN AND DIMENSION PLAN - ZONE A


